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SQUARE KNOT MACRAME BRACELET TUTORIAL 
from AntelopeBeads.com 

 
Sample Design Shown: Flight of the Dragonfly TierraCast Bracelet 

 

Introduction:  This single wrap bracelet has four parts:   

- Beads, one or more different kinds 

- 1 foot of a center cord small enough to string the beads on, such as waxed nylon cord 

- 3-5 feet of an outside leather cord for knotting, between 1.0 and 2.0 mm.   

o In general, select a larger leather for bigger beads and vice versa.  

o The length of the cord will depend on the diameter of the cord (the wider the cord, the bigger the 

knots will be and thus the more cord used) and the number of knots in the bracelet 

- A button or large bead 

 

You can create an infinite number of designs just by varying the four basic components as well as the number of knots 

used between beads.  The key is to keep your knots snug, but not overtight, and consistent. 

 

Tools:  Knotty Do-It-All Board (optional), Scissors, Super New Glue, and a lighter if using waxed nylon cord. 

 

Instructions:   

 

1.  Fold the leather cord in half and lay the center cord alongside the loop (Figure 1).  Tie an overhand knot with 

both the leather and the center cord, adjusting the size of the loop so the button just fits through the loop.  If 

using the Knotty Do-It-All Board, place a clip in the hole at the “0” marker. 
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Figure 1 

 

 
Figure 2 

 

2. Tie a square knot:   Bring one outside cord over the center cord (Figure 3), then bring the other cord over the 

first cord, under the center cord, and up through the loop formed when the first cord crossed the center strand 

(Figure 4).  Adjust so it is next to the knot.  Repeat, reversing the direction of the knot (Figure 5).  An easy way to 

remember this is to see which outside cord is facing down; that is the one that you’ll start with for the next knot.   
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Figure 3 

 

 

 
Figure 4 
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Figure 5 

 

3. Add bead(s) to the center cord (Figure 6).  Tie another square knot around the beads, adjusting the outside 

cords so they fit smoothly around the bead(s) (Figure 7). Repeat until bracelet is the desired length, ending with 

a square knot.   

       
Figure 6                                                            Figure 7 

 

4. Tie an overhand knot with all three cords; position close to last knot but do not tighten.  String one or both 

strands of outside cord through the button shank or holes (depending on diameter of the cord) and insert back 

down through into the knot.  Tighten the knot. Trim and melt the center cord on both ends of the bracelet; trim 

both ends of the outside cord close to the knot and use 2 or more drops of glue to secure the knot.  
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Sample Design Shown: Flight of the Dragonfly TierraCast Bracelet 

 

 

Note:  See Instructions for Spiral (Half) Knot bracelet for an alternative start and finish method for this bracelet, as well 

as detailed pictures on finishing this bracelet. 

 


